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“DMX - RGB System” Kit Installation Example

�DMX� system

The scheme shows how to make High Brightness lighting systems with changeable

light color.  By using our "RGBOX31"  driver, you can connect up to 9 TRIOColor

spots or up 2 U115RGB.  As an alternative to TRIOColor spots, you can use

TRIOAmbient spots.  Parallel connection  of  max. 25 "RGBOX31" drivers can all be

controlled by the DMX-PWM interface, type DMX1, and by the signal DMX512

produced by the DMXC general controller.
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“DMX200” DMX - DALI Universal PWM Controller
DMX/DALI interface for 24V systems

·Protocol interface from DMX/DALI to PWM 24V 
·Input: 24V DC - IP30 - Insulation class II
·DIP switches to select DMX address - Signal led inside
·Separate inputs for DALI and DMX
·High output current, max 2A by every channel. 150W in total.
·Possible connection with RGB STRIP, TRIOC-DC, U115RGB-DC.

Model Input Output Dimensions
A x    B   x   C Part Number

DMX200 DMX512 / DALI 3 x PWM 200Hz 4.3”  x  2.6”  x  0.9” 1.7 oz. QT-DMX200000

oz.

INPUT
24V DC

DMX
INPUT

DALI
INPUT

DMX200

CB75C 

Output  3 x 24V 
2A PWM

CB75B 

RGB connection cable
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Model Input Output Dimensions
A x    B   x   C Part Number

DMX201 DMX512 / DALI 3 x 350mA 4.3”  x  2.6”  x  .09” 1.7 oz. QT-DMX201000

oz.

DMX201

TRIOC

INPUT
120V

DMX
INPUT

DALI
INPUT

DMX201 CB 062

3 x 350mA

TRIOColor

CB 058

“DMX 201” DMX - DALI TRIColor Controller
DMX/DALI interface for 1 TRIOColor / Ambient

·Protocol interface from DMX/DALI to PWM 3 x 350mA
·Input: 90V/AC - 260V/AC - IP30 - Insulation class II
·DIP switches to select DMX address - Signalization led inside
·Separate inputs for DALI and DMX
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“DMX 203” DMX - DALI Universal Interface to PWM
DMX/DALI interface for RGB systems

·Protocol interface from DMX/DALI to PWM 5V 
·Input: 90260V AC - 260V AC - IP30 - Insulation class II
·DIP switches to select DMX address - Signalization led inside
·Separate inputs for DALI and DMX
·Possible connection to our RGBOX31 (max. 50 devices).

Model Input Output Dimensions
A x    B   x   C Part Number

DMX203 DMX512 / DALI 3 x PWM 200Hz 4.3”  x  2.8”  x  0.9” 1.7 oz. QT-DMX203000

oz.

INPUT
120V

D
M

X
203 

DMX
INPUT DALI

INPUT

RGBX30
OFF

RED

LED SPOT

2”
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This revolutionary system provides the ability to configure lighting systems with

Power LEDs in a simple manner with a minimum number of components. Designed

for professional lighting applications, this system is made up of one high power

driver with PWM 24V output on the three RGBOX50 channels.  The output voltage

is transferred to the RGB spots through a 4pin buss cable. The small constant

current converters are fitted directly along the buss cables. This allows the

installation of different LED modules on the same control circuit. It is possible to

add more RGBOX50 drivers to the installation of high power lighting systems. The

color control can be carried out through one or more simple push buttons or a

DMX1 interface.  The RGBOX50 can be controlled by our remote control systems

type IR1R or IR2.

Other  application possibilities:

DMX2 interface 

Push buttons 

IR1R receiver or DMX signal with external 24V Driver. 

IRC3 interface, connect the IR2R receiver with external 24V Driver.

Color Magic System
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