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(pricing in 1ft lenghts)

LED Light Bar (white)

clear polycarbonate lens

remote power supply incl.

LEDRail™ basic construction

stainless steel profile tube

High Output Power LED Light Bar

High Output Power LED Light Bar Module

High Output Light Bar specs          HB-LR-6110-110-015

Medium Output Power LED Light Bar

Low Output Power LED Rope Light

The high output Light Bar provides 200 lumens per linear foot and is for area 
lighting and wide stairways. This high output version consumes 5 watts per foot, 
and is sealed by an aluminum housing encased in clear resin outdoor wet-location 
listed. It operates on 12VDC power.

The high output Light Bar Module provides 200 lumens per linear foot and is for 
area lighting and wide stairways. This high output version consumes 5 watts per 
foot, and is sealed by an aluminum housing encased in clear resin outdoor 
wet-location listed. Light Bar Modules are intended for curved LEDRail™ 
applications. It operates on 12VDC power.

The medium output Light Bar provides approx. 120 lumens per linear foot for 
guard rail and narrow step handrail applications. This medium output version has 
18 LEDs per foot and is encased in a clear resin which is outdoor wet-location 
listed. It operates on 12VDC power.

The low output Rope Light 
provides approx. 15 lumens per 
linear foot for guard rail and 
narrow step handrail applications. 
This low output version has 36 
LEDs per foot and is encased in a 
clear UV stabilized PVC material 
which is outdoor wet-location 
listed. It operates on 120VAC or 
24VDCpower.

min.
length
20.2”

1.31”
LED

spacing

consum.
5W

per ft.

W, WW
B, G, R

& Y
IP67

200
lumens
per ft.12=

120~ 120°
60°

High Output Light Bar Module specs         HB-LR-6110-110-003

length
4.13” per
module

1.34”
LED

spacing

consum.
5W

per ft.

W, WW
B, G, R

& Y
IP67

200
lumens
per ft.12=

120~ 120°
60°

Medim Output Light Bar specs          HB-LR-6110-110-030

min.
length
20.4”

0.64”
LED

spacing

consum.
1.25W
per ft.

W, WW
B, G, R

& Y
IP67

120
lumens
per ft.12=

120~ 120°
60°

STANDARD ADA Compliant 
Handrail & Top Cap

Ø 1.67"

High Output Power LED Light Bar Module

Medium Output Power LED Light Bar

W color
2.64W
per ft.

Low Output Rope Light specs 120VAC         HB-LR-3200-210-036

39.4”
cut

lengths

3 LEDs
per inch
spacing

IP67
70

lumens
per ft.

120~
120°
60°

R,Y
1.44W/ft
B,W,G

2.40W/ft

RGB
2.08W/ft

transf.
incl.

Low Output Rope Light specs 24VDC         HB-LR-3200-210-036

6.6”
cut

lengths

3 LEDs
per inch
spacing

IP67
70

lumens
per ft.

24=
120°
60°

LEDRail™
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9659 Wendell Road
Dallas TX 75243

phone: 1.866.356.4458
fax: 1.866.516.1924
web: www.ETI-S3.com

Efficient-Tec International LLC.




